INDEX OF SHEETS GENERAL NOTES FERTILIZER NUTRIENTS:
USE A FERTILIZER WITH AN ANALYSIS OF 1:l:l RATIO AT THE FOLLOWING RATE PER ACRE:
1 TITLE SHEET ALL CONSTRUCTION SHALL BE OONE IN ACCORDANCE WITH THE "STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE
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2 NDEX TS, GENERAI TES, & HIGHWAY ST % .
INDEX OF SHEETS, GENERAL NOTES, & HIGHNAY STANDARDS MAIN CONSTRUCTION. INC TLLINOIS " FIETH EDITION: THE DETAILS IN THE PLANS: AND THE SPECIAL PROVISIONS POTASSIIM FERTILIZER NUTRIENT 90 LBS.
3 SUMMARY OF OUANTITIES INCLUDED IN THE CONTRACT DOCUMENTS,
THE CONTRACTOR WILL BE REQUIRED TO TEMPORARILY RESET ALL EXISTING MAILBOXES WICH INTERFERE WITH HIS
4 TYPICAL SECTIONS ANY REFERENCE TO STANDARDS THROUGHOUT TME PLANS OR SPECIAL PROVISIONS SHALL BE INTERPRETED AS THE CONSTRUCTION OPERATIONS, AND AFTER COMPLETION OF ROAOWAY CONSTRUCTION, TO SET THEM IN THEIR
LATEST STANDARD OF THE ILLINOIS DEPARTMENT OF TRANSPORTATION. EONSANENT LOCATIONS, S DIRECTED BY TWE ENGINEER, Pulo WORK SHALL B&_1i CONFORMANCE WITH ARTICLE
5-6 BIKEPATH PLAN 107.20 OF THE STANDARD SPECIFICATIONS, AND THE COST WILL BE CONSIDERED INCIDENTAL TO THE CONTRACT.
ALL TRAFFIC CONTROL AND OTHER ADVISORY SIGNS NEEDED FOR CONSTRUCTION ARE TO BE FURNISHED BY THE
1-10 SIGNAL MODIFICATIONS AND CABLE PLANS CONTRACTOR IN ACCORDANCE WITH ARTICLE 107.14 OF THE STANDARD SPECIFICATIONS. SIGNING
n CONSTRUCTION DETAILS THE CONTRACTOR SHALL AT ALL TIMES PROVIDE PROTECTION FOR TRAFFIC AS CALLED FOR IN THE APPLICATION OF PRIOR TO THE START OF CONSTRUCTION, THE CONTRACTOR, ENGINEER AND KANE CO. DOT MAINTENANCE PERSONNEL
‘ TRAFFIC CONTROL DEVICES, THE STANDARD SPECIFICATIONS AND THE PLANS. SHALL INVENTORY THE LOCATION, SIZE. TYPE AND CONDITION OF ALL EXISTING SIGNS. ANY SIGN DAMAGED
12 TC-10 TRAFFIC CONTROL AND PROTECTION FOR SIDE ROADS, INTERSECTIONS, & DRIVEWAYS STILITIES DURING' CONSTRUCTION SHALL BE REPLACED AT THE CONTRACTOR'S EXPENSE.
TC- TRICT ALL SIGNS SHALL BE ERECTED IN STRICT CONFORMANCE WITH SECTION 120 OF THE STANDARD SPECIFICATIONS FOR
13 C-13 DISTRICT ONE TYPICAL PAVEMENT MARKINGS THE CONTRACTOR SHALL COOPERATE WITH THE COUNTY AND STATE IF ANY UTILITY IMPROVEMENTS ARE REQUIRED BY  ROAD AND BRIDGE CONSTRUCTION AND BY STATE PRE-OUALIFIED CONTRACTOR PERSONNEL, S A SU
14-33 CROSS SECTIONS THE COUNTY OR STATE WITHIN THE DURATION OF THE CONTRACT. CONTRACTOR e Iz i TRAFFIC, CONTROL. AND- SIGN FLACEMENT: To- INSURE - THIS_ OPERATION IS
PERFORMED CORRECTLY THERE WILL BE A WALKTHRU ON THE JOB WITH THE ENGINEER AND KANE CO. DOT
HIGHWAY STANDARDS THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONTACTING THE OWNERS OF ALL UTILITIES PRIOR 10 CONSTRUCTION WATNTENANCE PERSONNEL &S PART O THE OVERALL SUNCH LiST,
T0 OETERMINE THE LOCATION OF ALL UTILITY EOUIPENT. THE CONTRACTOR SHALL COOPERATE WITH ALL UTILITY
QEeRs 45 PROVIDED FOR IN THE STANDARD SPECIFICATIONS [F UTILITY RELOCATION, ADJUSTMENT, OR ALL WORK INVOLVIRG SIGNS SHALL BE GOVERNED BY THE FOLLOWING REOUIREMENTS:
1. SIGNS SHALL NOT BE MOVED UNTIL PROGRESS OF WORK NECESSITATES IT.
INDEX_OF DISTRICT ONE DETAILS TVE LOCATION OF EXISTING ORAINAGE STRUCTURES, STORM SEWERS, WATER MAINS, SANITARY SEWERS, AND ANY
0786 DETERMINED IN THE FIELD BY THE CONTRACTOR. THIS WORK SHALL BE CONSIDERED INCIOENTAC To T~ 3 J:'?é %%ﬁ??ﬁ%?%?oﬁ%s%ﬁr’?‘oﬁ?'“ERLE° ""”s’i’?;’r‘é‘ﬂus“?séé MAINTAINED STRAIGHT AND CLEAN FOR THE.
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Te-13 DISTRICT ONE TYPICAL PAVEMENT MARKINGS THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROTECTION OF ALL UNDERCROUND AND SURFACE UTILITIES EVEN  INCIDENTAL TO THE CONTRACT.
THOUCH Y'NOT BE SHOWN ON THE PLANS. ANY UTILITY THAT IS DAMAGED DURING CONSTRUCTION SHALL BE
REPAIRED 'OF REPLAGED 10 THE SATISTACTION OF THE OWMER. | THIS WORK SuAt BE AT THE CONTRACTORS L SIGNS SHALL BE INSTALLED OR RELOCATED IN PERMANENT LOCATIONS AS THE ROADWAY IS COMPLETED,
EXPENSE, SIS ORN SHALL BE PAID FOR GSING. THE APPROPRIATE PAY TTEM.
INDEX OF HIGHWAY STANDARDS STAKING 4. ALL REMOVED SIGNS WILL BE RETURNED TO THE COUNTY OR STATE, AS APPLICABLE.
. IHE CONTRACTOR SHALL PROTECT AND CAREFULLY PRESERVE ALL SECTION OR SUBSECTION MONUMENTS, PROPERTY LONGER POSTS MAY BE REQUIRED AT SOME TEMPORARY OR PERMANENT SIGN LOCATIONS TO MAINTAIN PROPER
000001-05 STANDARD SYMBOLS, ABBREVIATIONS AND PATTERNS RNERS, AND REFERENCE MARKERS UNTIL THE OWNER, HIS AGENT, OR AN AUTHORIZED SURVEYOR HAS WITNESSED SN ELEVATIONS.
280001-04 TEMPORARY EROSION CONTROL SYSTEMS on OTHERWISE REFERENCED THEIR LOCATIONS, SEDIMENTATION AND EROSION CONTROL NOTES
. ALL RADII FOR PROPOSED CLRB AND GUTTER ARE TO THE EDGE OF PAVEMENT, UNLESS OTHERWISE NOTED. CURB
424001-05 CURBS RAMPS FOR SIDEWALK AND GUTTER ELEVATIONS SHOWN AT POINTS OF CURVE, ETC., ARE TOP OF CURB, UNLESS OTHERWISE NOTED, SOIL DISTURBANCE SHALL BE CONDUCTED IN SUCH A MANNER AS TO MINIMIZE EROSION. _SOIL-STABILIZATION
602001-01 CATCH BASIN - TYPE & WEASURES SHALL CONSIDER THE TIME OF YEAR, SITE CONDITIONS. AND THE USE OF TEMPORARY OR PERMANENT
S TRUCTORES FALLING I THE CURB LINE. T EOGE OF DAVEMENTS B FOR ACL QTheN STRucToRes Y6 The cenTeR MEASURES.
604001-03 FRAME AND LIDS - TYPE 1 OF THE STRUCTURE. : SOIL-EROSION AND SEDIMENT-CONTROL FEATURES SHALL BE CONSTRUCTED PRIOR TO THE COMMENCEMENT OF
606001-04 CONCRETE CURB TYPE B AND COMBINATION CONCRETE CURB AND GUTTER ALL ELEVATIONS ARE ON US.G.S DATUM, HYDROLOGIC DISTURBANCE OF UPLAND AREAS,
y " DISTURBED' AREAS SHALL BE STABILIZED WITH TEMPORARY OR PERMANENT MEASURES WITHIN 14 CALENDER DAYS OF
To1101-02 OFF ROAD OPERATIONS, MULTILANE, 15 FEET TO 24" FROM EDGE OF PAVEMENT SLL OFFSET LOCATIONS GIVEN ON THE DETAILED PLANS FOR STRUCTURES, EOGE OF PAVEMENT, ETC. ARE FROM THE END OF THE ACTIVE MYOROLOGIC DISTURBANCE, OR REDISTURBANCE.
701106-02 OFF ROAD OPERATIONS, MULTILANE, MORE THAN 15 FEET AWAY FROM EOGE OF PAVEMENT AREAS OR EMBANKMENTS MAVING SLOPES GREATER THAN 3H:IV SHALL BE STABILIZED WITH SOD, MAT, OR BLANKET
101602-04 URBAN LANE CLOSURE, WULTILANE, 2 WAY, WITH BIDIRECTIONAL LEFT TURN LANE SEWERS AND WATER MAINS IN COMBINATION WITH SEEDING.
. ANT LOGSE WATERIAL DEPOSITED IN THE FLOW LINE OF DRAINACE STRUCTURES, WHICH OBSTRUCTS THE NATURAL EROSION-CONTROL BLANKET SHALL BE REQUIRED ON ALL INTERIOR DETENTION BASIN SIDE SLOPES BETWEEN NORMAL
701801-04 LANE CLOSURE, MULTILANE, 1 WAY OR 2 WAY WITH CROSSWALK OR SIDEWALK CLOSURE FLOW OF WATER SWALL BE REMOVED AT THE CLOSE OF EACH WORKING DAY. PRIOR TO ACCEPTANCE OF T WATER LEVEL AND HIGH-WATER LEVEL,
701901-01 TRAFFIC CONTROL DEVICES MROVENENT - ALL DRAINACE S THUCTURES SHALL BE FREE OF OIRT NG DEBRIS CTHIS WORK WILL-NOT DE-PAID :
FOR SEPARATELY BUT SHALL BE CONSIDERED INCIDENTAL TO THE CONTRACT: ALL STORM SEWERS THAT ARE OR WILL BE FUNCTIONING DURING CONSTRUCTION SHALL BE PROTECTED BY AN
APPROPRIATE SEDIMENT-CONTROL MEASURE.
MLEN EXISTING OAINAGE FACILITIES ARE DISTURBED. THE CONTRACIOR SHALL PROVIDE AND MAINTAIN IN AN
OPERATING CONOITION ETs AND COMECTIONS FOR AL ORAINS, SE AND CATCH BASINS. T ALL TEMPORARY EROSION 13732 AND SEDIMENT-CONTROL MEASURES SHALL BE REMOVED WITHIN 30 DAYS AFTER
CONTRACTOR. SHALL "PROVIDE ncumas WHICH WAVE' THE CAPACITY TO RECEIVE AND DISCHARGE THE STORM WATER PR T AT BT IZATION ‘T8 JRCHIEVED OR A7 TER THE TEMPORARY MEASURES ARE"NO LONGER NEEOED.
FLOW RATES NORMALLY ACCEPT BASED BY EXISTING DRAINAGE FACILITIES, UTRIS WORK WILL NOT 86
PAID FOR SEPERATELY BUT SHALL B CONGIDERED INCIOENTAC 70 THE CONTRACT: ALL TEMPORARY AND PERMANENT EROSION-CONTROL MEASURES MUST BE MAINTAINED AND REPAIRED BY THE
CONTRACTOR AS NEEDED. THE PROPERTY OWNER SHALL BE ULTIMATELY RESPONSIBLE FOR MAINTENANCE AND
THE_COST OF INTERCONNECTIONS BETWEEN THE PROPOSED AND EXISTING SEWER SYSTEMS AND PROPOSED AND REPAIR.
EXISTING WATER MAIN SYSTEMS SHALL BE INCLUDED IN THE VARIOUS UNIT PRICES OF THE PROPOSED SYSTEM.
s STABILIZED MAT OF AGGREGATE UNDERLAIN WITH FILTER CLOTH (OR OTHER APPROPRIATE MEASURE) SHALL B¢
ALL ERAMES, GRATES. LIDS. AND BOXES SCHEDULED 10 BE REMOVED FROM EXISTING STRUCTURES SHALL REMAIN OCATED AT ANY POINT WHERE TRAFFIC WILL BE ENTERING OR LEAVING A CONSTRUCTION SITE To ok Frou
THE PROPERTY OF THE COUNTY OR STATE, AS APPLICABLE, ANY ITEMS DAWAGED DURING REMOVAL SHALL BE BUBLIC RIGHT-OF -WAY, STREET, ALLEY, OF PARKING AREA. SEDIMENT OR SOIL REACHING AN IMPROVED
REPLACED BY THE CONTRACTOR AT HIS EXPENSE, THE COBT OF SALVAGING EXISTING FRAMES, GRATES, LIDS; 0F PUBLIC RIGHT-OF WAY, STREET ALLEY. OR PARKING AREA” SHALL BE REMOVED B Y SCRAPING OR STREET CLEANING
BOXES AND/CR STOCKPILI M ON'THE JOF SITE FOR RICK-UP BY THE COUNTY OR STATE"OR DELIVERY 10 THE R IOt AT ONS WARRANT ANO TRANSPORTED 10 A CONTROLLED SEOIMENT-OISPOGAL AR
COUNTY OR STATE MAINTENANCE YARD SHALL BE CONSIDERED INCIDENTAL TO THE CONTRA
SOIL, STOCKPILES SHALL NOT BE LOCATED IN A FLOOD-PRONE AREA OR 4 DESIGNATED BUFFER PROTECTING WATERS
FRAMES WITH CLOSED LIDS TO BE FURNISHED, AS PART OF THIS CONTRACT SHALL WAVE. CAST INTO THE | THE UNITED STATES.
ONE_OF THE FOLLOWING WORDS: FOR STORM SEWER STRUCTURES 15/32 ~ST SANITARY SEWER STRUETORES
15732 ~SANITART " FOR WATER SYSTEM STRUCTURES, 15935 “WATER. ANY ADDITIONAL COST FOR THIS IF, DE-WATERING SERVICES ARE USED. ADJOINING PROPERTIES AND DISCHARGE LOCATIONS SWALL BE PROTECTED
REQUIREMENT SHALL BE CONSIDERED INCIDENTAL TO THE FRAME AND CLOSED LID PROVIDED. M EROSION. DISCHARGES SHALL BE ROUTED THROUGH AN EFFECTIVE SEDIMENT-CONTROL MEASURE (€.g..
SEOTMENT “ToA, SEDIMENT BASIN. OR OTWER APPROPRIATE  MEASURE).
FRAME ELEVATIONS GIVEN ON THE PLANS ARE ONLY TO ASSIST THE CONTRACTOR IN DETERMINING THE APPROXIMATE
OVERALL HEIGHT OF THE STRUCTURE. FRAMES ON ALL STRUCTURES WILL BE ADJUSTED TO THE FINAL ELEVATION THE EROSION-CONTROL MEASURES INDICATED ON THE PLANS ARE THE MINIMUM REQUIREMENTS. ADDITIONAL
AND CROSS SLOPE OF THE AREA IN WHICH THEY ARE LOCATED. MEASURES MAY BE REOUIRED, AS DIRECTED BY THE ENGINEER OR GOVERNING AGENCY.
ALL STORM SEWERS SHALL BE RCCP, CLASS IV, UNLESS NOTED OTHERWISE ON THE PLAN,
BACKFILL
STORM SEWER, WATER MAIN, AND SANITARY SEWER SHALL BE BACKFILLED IN ACCORDANCE WITH ARTICLE 550.07,
METHOD 1 ONLY, OR AS DIRECTED BY THE ENGINEER,
ALL TRENCH BACKFILL OUANTITIES FOR STORM AND SANITARY SEWER AND WATER MAIN HAVE BEEN COMPUTED AND
SHALL BE PAID FOR IN ACCORDANCE WITH THE STATE OF ILLINOIS. DEPARTMENT OF TRANSPORTATION, OIVISION
OF HIGHWAYS, BUREAL OF CONSTRUCTION TRENCH BACKFILL TABLE.
MISCELLANEOUS
BEFORE STARTING ANY EXCAVATIONS, THE CONTRACTOR SWALL CALL " JULIE AT 1-800-852-0123 FOR FIELD
LOCATIONS OF UTILI
THE_CONTRACTOR SHALL NOT BE ALLOWED TO SET UP A YARD OR FIELD OFFICE ON COUNTY PROPERTY WITHOUT
WRITTEN PERMISSION FROM THE COUNTY.
WHEN ARTIFICIAL LIGHTING IS USED IN NIGHT OPERATIONS THE CONTRACTOR SHALL EXERCISE THE UTMOST
PRECAUTIONS [N PREVENTING AOVERSE VISIBILITY TO THE MOTORING PUBLIC AND ADJOINING AREAS.
LT Is THE CONTRACTOR'S RESPONSIBILITY TO ASCERTAIN EXISTING FIELD CONDITIONS BEFORE BIDDING ON Tuis
WHERE NEW WORK MEETS EXISTING FEATURES TO REMAIN, FIELD CHECK ALL DIMENSIONS AND ELEVATIONS BEFORE
PROCEEDING WITH CONSTRUCTION, NOTIFY ENGINEER IMMEDIATELY OF ANY DISCREPANCIES.
THE CONTRACTOR WILL BE REQUIRED TO COMPLY WITH ALL STATE REGULATIONS REGARDING AIR, WATER, AND NOISE
POLLUTION, _THE CONTRACTOR IS PRONIBITED FROM BURNING ANY MATERIAL WITHIN OR ADJACENT TO THE
IMPROVEMENT,
ALL DISTURBED AREAS WITHIN THE PROJECT THAT ARE NOT OTHERWISE SURFACED SHALL BE SEEDED. SEED LIMITS
SHOWN ON THE PLANS ARE THE MAXIMUM PAY WIDTHS FOR PAYMENT PURPOSES.
ALL TYPE | AND 11 BARRICADES SHALL BE WEIGHTED DOWN WITH TWO SANDBAGS EACH.
THE_CONTRACTOR SHALL PREPARE THE SUBGRADE IN ACCORDANCE WITH ARTICLE 301.03 OF THE STANDARD
SPECIFICATIONS PRIOR T0 THE REMOVAL OF ANY UNSTABLE MATERIALS.
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